






www.WaterProjectsOnline.com  Renewable Energy

UK Water Projects 2013 Page 9

T: +44 (0)1282 677966 www.kirk-environmental.comE: enquiries@kirk-environmental.com

KIRK ENVIRONMENTAL 
LEADS THE WAY IN LIQUID 
& BIOGAS STORAGE 
SOLUTIONS FOR WATER, 
WASTEWATER, BIOWASTE 
& BIOGAS WORLDWIDE.

�˜�����	���������������	 ®�����.�#�5�5�g�
�7�5�'�&�g���1�g��
�������6�'�'�.�����#�0�-�5

�˜��������������������{���	�2�1�:�;�����1�#�6�'�&�����6�'�'�.��
���#�0�-�5

�˜�����1�7�4�'�&����0�����+�6�7�����1�0�%�4�'�6�'�����#�0�-�5

�˜�����6�#�+�0�.�'�5�5�����6�'�'�.�����#�0�-�5���n�����+�)�'�5�6�'�4����
���������1�1�(�5

�˜��������������	®�����1�7�$�.�'�����'�/�$�4�#�0�'�����#�5����
���������1�.�&�'�4�5

�˜�����%�%�'�5�5�����6�'�'�.�9�1�4�-���n�����.�.�����0�%�+�.�.�#�4�;����
��������6�'�/�5

�˜����0�g�*�1�7�5�'���	�0�)�+�0�'�'�4�+�0�)�X�����4�1�,�'�%�6��� � � �
���������#�0�#�)�'�/�'�0�6���#�0�&�����1�0�5�6�4�7�%�6�+�1�0

CALL TODAY TO DISCUSS YOUR 
PROJECT ON +44 (0)1282 677966

Half Page Advert.indd   1 28/08/2013   10:10

Pouring the slab for the APD area - Courtesy of MWH Treatment

 3D model of the new APD and digestion plant
Courtesy of MWH Treatment

is stored in a 640m3 thickened sludge storage tank with one day 
retention from where it is pumped to the APD plant.

The APD plant is an enzymic hydrolysis process having 500m3 per 
day throughput and using 6 (No.) tanks in series to pre-treat the 
sludge prior to digestion in 2 (No.) mesophilic anaerobic digesters 
(MAD) with gas mixing. The APD plant provides both pathogen kill 
and hydrolysis of the sludge which is the first stage of the digestion 
process. The hydrolysis process ruptures the cells and makes more 
organic material from the sludge available to the methanogenic 
bacteria in the digesters leading to an increase in biogas production 
in the MAD digesters. The system is designed with an eye to the 
future and can be readily upgraded to enhanced enzymic hydrolysis 
providing an ‘advance treated’ standard in accordance with the 
ADAS Safe Sludge Matrix.

2 (No.) 15.4m dia by 20.2m high glass coated steel anaerobic 
digestion tanks each provide 3,500m3 capacity with a combined 14 
days retention time. Gas is compressed and recirculated through the 
tanks to mix the sludge. Biogas is also passed to a double membrane 
type gasholder of 2,100m3, providing four hours retention. 

Biogas from the gasholder is chilled and boosted to the new CHP 
engine via a regenerative siloxane filter. The CHP engine uses the 
biogas to produce up to 1.15MW of green energy and also provides 
heat for both the APD and digestion systems. Standby boilers with 
a combined heat capacity of 1,500kW are also incorporated into the 
hot water system. A new enclosed waste gas burner of 600Nm3/hr 
capacity, complying with the EA LFTGN05 emissions standards is 
provided to burn excess biogas.

Digested sludge gravitates to the 2 (No.) existing lime blending 
tanks now operating as digested sludge storage tanks from where 
it is pumped into the existing dewatering belt presses. The resulting 
cake is transported off site for beneficial reuse.



The snow piles up over the winter - Courtesy of MWH Treatment
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Programme efficiency delivering early benefits
MWHT worked very closely with the APD technology provider, 
Monsal, to determine the optimal programme for project; with 
particular focus on the installation phase and commissioning 
period. There was close attention to the sections of the plant that 
were on the critical path and programme efficiencies enabled 
Wessex Water the opportunity for an earlier income stream from 
power generation. The regulatory completion date for the works 
was March 2014, but MWHT have been able to offer a completion 
target of December 2013, providing Wessex Water with the potential 
for up to 2,000MW of additional power generation together with 
cost saving from an earlier shutdown of the liming operation. 

Achieving a tight programme with constraints on the space 
available, while maintaining existing sludge imports, exports and 
lime processing operations adjacent to and around the working 
area has proven a challenge to which the MWHT team has risen. 
Despite the worst that the British weather could throw at the team, 
the project is progressing to plan.

Collaborative construction
Wessex Water is a new client to MWHT and the project utilises NEC 
Option A terms; a design and build form of contract that Wessex 
Water has not used during AMP5. In order to ensure the individuals 
in each organisation understand the others priorities, a facilitated 
workshop was arranged. The workshop brought the team closer 
together and enabled a better understanding of the key success 
and pitfall criteria for each individual.

In line with the Government Construction Strategy, MWHT has 
placed 3D modelling and building information management (BIM) 
design tools at the heart of the detailed design, collaboratively 
using engineering staff in both Heywood and Pune offices with 
additional input from the supply chain. This 3D model was 
particularly useful to provide a visualisation for submission to the 

local planning authority and for the access, lifting and maintenance 
study. Its use during construction has represented challenges to 
both the client and the construction team, but adaptation to this 
method of working are enabling the long term benefits to be 
realised.

Future directions
The plant has been designed to enable future upgrade of:

•	 APD to enhanced enzymic hydrolysis, which would achieve 
an ‘advance treated’ status in accordance with the ADAS 
Safe Sludge Matrix.

•	 Biogas processing to ‘gas to grid’ enabling injection of a 
cleaned biogas to the network.

While these are not part of the current contract scope, they are 
technologies that can readily be retro-fitted into the works at any 
time in the future when considered appropriate by Wessex Water.

Conclusions
Wessex Water has a strategic objective of increasing self-generated 
renewable electricity. This is being achieved in AMP5 through a 
programme of enhanced digestion projects built on the success of 
the previous project enhancing digestion at Bristol STW. 

MWHT was contracted to provide a complete design and build 
service of M&E and civil engineering services using the Monsal 
enzymic hydrolysis process for the first of the three new enhanced 
digestion schemes. The programmed completion date for the 
Trowbridge APD plant is December 2013 providing the potential 
for up to 2,000MW of additional green energy generation. 

The Editor & Publishers would like to thank Jonathon Gillard, 
Proposals Manager with MWH Treatment (for Wessex Water) for 
providing the above article for publication.


